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BLOCK EXECUTION SEQUENCE DISPLAY
SYSTEM

INCORPORATION BY REFERENCE/RELATED
APPLICATION

This application claims priority to Japanese Patent Appli-
cation No. 2011-144523 filed on Jun. 29, 2011 the disclosure
of which, including the specification, drawings and abstract,
is incorporated herein by reference in its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to a block execution sequence
display system for a numerical control device and a pro-
grammable controller for, for example, a machine tool.

2. Discussion of Background

In a machine tool, conventionally, a numerical control
device is used to carry out axis control, and a programmable
controller is used to control miscellaneous operations of, for
example, miscellaneous equipments, other than the axis
control. A program used in the numerical control device is
a numerical control (NC) program written in a numerical
control (NC) language. A program used in the program-
mable controller is a sequence program written in a program
language, such as a ladder circuit diagram and a sequential
function chart (SFC program). The ladder circuit diagram is
a logical combination of signals by contacts and coils, and
is suitable for visual recognition of a control circuit. The
SFC program is written in a graphical program language that
indicates a program in a plurality of divided steps in a
flowchart form, and is suitable for representing the execu-
tion sequence and execution conditions of a program. The
NC program and sequence program are programmed such
that a series of operations are executed in a specified
operation sequence by controlled axes and miscellaneous
equipments that operate in association with each other.

A machine tool is often provided with a monitoring device
as a peripheral device to, for example, monitor the operating
states of such a numerical control device and a program-
mable controller, detect an abnormal or faulty portion, and
debug a program. In a monitoring device for a program-
mable controller that uses a SFC program, as described in
U.S. Pat. No. 5,426,730, the SFC program is graphically
displayed on, for example, a display, and an active step or
transition is displayed with, for example, a background color
different from that of the other portions. Thus, an operator is
able to visually recognize a currently executed portion of the
SFC program easily. Therefore, for example, detection of an
abnormal or faulty portion is facilitated.

However, in a machine tool in which control is executed
by a combination of a numerical control device and a
programmable controller, a control program is formed of a
NC program and a sequence program that are different in
type. Therefore, the execution sequence and execution status
are not easily recognized with the use of a monitoring
device. For example, the execution sequence of processes
shown as steps in a SFC program is easily understood from
the displayed information. However, with regard to pro-
cesses of NC program operations included in a series of
processes, the contents and execution sequence of a NC
program are not easily visually recognized. The monitoring
device is able to display a control circuit formed of, for
example, a ladder circuit that is an action associated with a
step when the step in the SFC program is selected. However,
when a step associated with a NC program operation is
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selected, a control circuit that starts up the NC program is
displayed, and the contents of the NC program are not
visually recognized. Therefore, in order to visually recog-
nize the contents and execution sequence of a NC program,
the NC program is separately retrieved, and the contents and
execution sequence of the NC program are understood from
the displayed NC language. Therefore, visually recognizing
the contents and execution sequence of a NC program takes
time and effort and requires knowledge about NC language.

In order to, for example, detect an abnormal or faulty
portion or debug a program, the contents of a sequence
program need to be checked from a NC program in some
cases. For example, a command for miscellaneous equip-
ment, written within a NC program and called an M code
command, corresponds to an input condition for a control
circuit for the miscellaneous equipment. The entity of the
control circuit for the miscellaneous equipment is present in
a program portion formed of, for example, a ladder circuit
diagram that differs from the SFC program within the
sequence program. Therefore, in order to check the contents
of the sequence program that corresponds to the M code
command from the NC program, the program portion
formed of, for example, the ladder circuit diagram needs to
be separately retrieved and the control circuit for the mis-
cellaneous equipment, which corresponds to the M code
command, needs to be found from the displayed circuit. This
is not easy. In a situation where a trouble occurs in a machine
tool and the cause of the trouble has to be found as soon as
possible, if a lot of time is consumed to find a stop point of
the NC program and a control circuit, a manufacturing line
stops for a long time.

SUMMARY OF THE INVENTION

The invention provides a block execution sequence dis-
play system that is able to structurally and visually represent
the entirety of a control program formed of a sequence
program and a NC program to allow easy recognition of the
execution sequence and execution status of the control
program.

According to a feature of an example of the invention, a
block execution sequence array in which sequence func-
tional blocks of a sequence program and a NC program
execution block are arranged in an execution sequence are
displayed on a display device by block execution sequence
array display means.

According to another feature of an example of the inven-
tion, operations of a NC program are displayed as a NC
functional block execution sequence array, and each of the
NC functional blocks of the NC functional block execution
sequence array is displayed as a NC block execution
sequence array. Thus, it is possible to represent the NC
program as a hierarchical structure.

According to a further feature of an example of the
invention, sequence functional blocks included in each of
the NC functional blocks are displayed on the display
device.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and further objects, features and advan-
tages of the invention will become apparent from the fol-
lowing description of example embodiment with reference
to the accompanying drawings, wherein like numerals are
used to represent like elements and wherein:
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FIG. 1 is a block diagram that shows the configuration of
a block execution sequence display system according to an
embodiment of the invention;

FIG. 2 is a schematic view of a machine tool to which the
block execution sequence display system according to the
embodiment of the invention is applied;

FIG. 3 is an example of a block execution sequence array
displayed by the block execution sequence display system
according to the embodiment of the invention;

FIG. 4 is an example of a NC functional block execution
sequence array displayed by the block execution sequence
display system according to the embodiment of the inven-
tion;

FIG. 5 is an example of the list form of a NC block
execution sequence array displayed by the block execution
sequence display system according to the embodiment of the
invention;

FIG. 6 is an example of the NC block execution sequence
array of FIG. 5, displayed in a SFC program form;

FIG. 7 is an example of the NC block execution sequence
array of FIG. 5, displayed in a dialog form; and

FIG. 8 is an example of a control circuit displayed by the
block execution sequence display system according to the
embodiment of the invention.

DETAILED DESCRIPTION OF EMBODIMENTS

Hereinafter, an embodiment of the invention will be
described with reference to the accompanying drawings.

The configuration of a block execution sequence display
system 100 according to the present embodiment will be
described. As shown in FIG. 1, in a programmable controller
10, a program memory 13, a RAM 14, a ROM 15, an 1/O
control circuit 17, a signal input/output interface 18 and a
communication interface 19 are connected to each other via
an internal bus 12 of a CPU 11.

In a numerical control device 20, a program memory 23,
a RAM 24, a ROM 25, a servo interface 27, a signal
input/output interface 28 and a communication interface 29
are connected to each other via an internal bus 22 of a CPU
21.

A display unit 110 is formed of an LCD 121 and a touch
panel 122. The touch panel 122 is formed of a transparent
electrode plate that covers the LCD 121.

In the block execution sequence display system 100, a
RAM 114, a ROM 115, a display unit interface 118 and a
communication interface 119 are connected to each other via
an internal bus 112 of a CPU 111.

The programmable controller 10 and the block execution
sequence display system 100 are connected to each other via
the respective communication interfaces 19, 119. Similarly,
the numerical control device 20 and the block execution
sequence display system 100 are connected to each other via
the respective communication interfaces 29, 119. The pro-
grammable controller 10 and the numerical control device
20 are connected to each other via the respective signal
input/output interfaces 18, 28.

A machine tool 150 that is a control target includes
miscellaneous equipments 41, 42, 43 via the I/O control
circuit 17 of the programmable controller 10. In addition, the
machine tool 150 includes motors 31, 32, 33, 34 for respec-
tive controlled axes via the servo interface 27 of the numeri-
cal control device 20.

The ROM 15 of the programmable controller 10 stores a
sequence control unit 15a and a sequence analyzing unit 155
that are included in a system program. The RAM 14 has a
working memory 14a that is used when the system program

10

15

20

25

30

35

40

45

50

55

60

65

4

executes a sequence program 13a. The program memory 13
stores the sequence program 13a. The sequence program
13q is formed of a SFC program for controlling the opera-
tion of the machine tool 150 and a ladder circuit diagram for
controlling the miscellaneous equipments 41, 42, 43. The
system program is executed by the CPU 11 to control the
entirety of the programmable controller 10.

The ROM 25 of the numerical control device 20 stores a
NC program analyzing unit 25¢ and a NC control unit 255
that are included in a system program. The RAM 24 has a
working memory 24a that is used when the system program
executes a NC program 23a. The program memory 23 stores
the NC program 23a written in a NC language for control-
ling the axis operation of the machine tool 150. The system
program is executed by the CPU 21 to control the entirety of
the numerical control device 20.

The ROM 115 of the block execution sequence display
system 100 stores block execution sequence array display
means 116a, control circuit display means 1165, NC func-
tional block execution sequence display means 116c¢, execut-
ing NC functional block display means 1164, and NC block
execution sequence display means 116e that are all included
in a system program 116. The RAM 114 has a working
memory 114a that is used when the system program 116
executes the above display means 116a to 116e. The system
program is executed by the CPU 111 to control the entirety
of the block execution sequence display system 100, and the
above display means 116a to 116e are called upon operator’s
operation as needed. The above display means 1164 to 116e
display information on the display unit 110 via the display
unit interface 118.

Next, an example in which the present embodiment is
applied to a machine tool 150 will be described. As shown
in FIG. 2, the machine tool 150 is a so-called machining
center that has a table 151 and a spindle head 153. A tool T
is mountable on the spindle head 153. Drive motors are
connected to respective axis portions, and are controlled by
the numerical control device 20. A jig clamp device (not
shown) and a coolant supply unit (not shown) are provided
at the front face portion. The jig clamp device is used to fix
a workpiece W on a pallet. A tool magazine 154 and an
automatic tool changer (ATC) 155 are provided at the side
face portion. The programmable controller 10, the numerical
control device 20 and the block execution sequence display
system 100 are stored in a control box 156, and are con-
nected to the axis motors and miscellaneous equipments of
the machine tool 150 via an interface. In addition, the
display unit 110 is provided on the front face of the control
box 156. The coolant supply unit and the ATC 155 corre-
spond to the miscellaneous equipments. The operations of
the coolant supply unit and ATC 155 are controlled accord-
ing to M code commands from a NC program.

Next, the operation of the block execution sequence
display system 100 according to the present embodiment
will be described. The overall control over the machine tool
150 is executed according to the SFC program of the
sequence program 13a stored in the program memory 13 of
the programmable controller 10. The SFC program is basi-
cally formed of a plurality of steps that represent control
procedure, links that connect these steps to each other and
transitions that represent conditions of transition from one
step to the next step. A workpiece W is machined according
to the NC program 23a that is prepared for each workpiece
W and that is stored in the program memory 23 of the
numerical control device 20. The NC program 23a is started
from one of the steps of the SFC program. The miscella-
neous equipments are controlled according to the ladder
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circuit diagram of the sequence program 13a stored in the
program memory 13 of the programmable controller 10.
Commands for the miscellaneous equipments may be issued
from either one of the sequence program 13a and the NC
program 23a. Note that the sequence program 13a and the
NC program 23a are created by respective creating devices,
or the like.

The NC program creating device refers to a machining
drawing for a workpiece W and sets machining condition
parameters on the basis of a portion of the workpiece W to
be machined and the type of machining. Thus, the NC
program creating device is able to create blocks of the
corresponding NC program. The thus created blocks of the
NC program for each portion to be machined and each type
of machining are called NC functional blocks. The entirety
of the thus created NC program 23a is configured such that
NC functional blocks are arranged in an execution sequence
and each of the NC functional blocks includes successive
NC blocks corresponding to an operation.

The SFC program shown in FIG. 3 is the SFC program of
an automatic operation cycle executed when the machine
tool 150 performs automatic operation to machine a work-
piece W. The SFC program is started from the first step
ST001. Step STO001 is called initial step, and indicates the
start point of the program. Step ST002 is linked to step
ST001, and is sequentially linked to step ST003, step ST004
and step 305. In addition, transition TRO01, transition
TR002, transition TR003 and transition TR004 are arranged
between the consecutive steps. Although not shown in the
drawing, step 305 corresponds to ST005 and is called jump
step. The jump step indicates that an execution point of the
program is jumped to a specified step.

The SFC program is started from the initial step ST001,
and performs jig clamping to clamp a workpiece W in the
next step ST002. The clamping operation is controlled
according to the sequence program 13a. The transition
TRO002 is provided with a program that uses completion of
jig clamping operation as a transition condition, so, when a
jig clamping operation completion signal has been detected,
the process proceeds to the next step ST003. In step ST003,
machining of the workpiece is started according to the NC
program for machining the workpiece W. The step ST003 is
provided with a program that starts the NC program 23a for
machining the workpiece W. The comment of step ST003
indicates that the NC program 23a is used to machine the
workpiece W.

As shown in FIG. 1, in the numerical control device 20,
when the NC program 23a for machining the workpiece W
is started from the programmable controller 10, the NC
program 23a for machining the workpiece W is acquired
from the program memory 23 and transferred to the NC
program analyzing unit 25a. The NC program analyzing unit
25a analyzes the description written in the NC language, and
transfers the analysis result to the NC control unit 255. The
NC control unit 255 executes axis control and device control
in accordance with the analysis result. Axis commands are
output to the respective axis motors 31, 32, 33 and spindle
motor 34 via the servo interface 27. M code commands for
the respective miscellaneous equipments 41, 42, 43 are
transmitted to the programmable controller 10 via the signal
input/output interface 28. Then, the programmable control-
ler 10 operates the miscellaneous equipments 41, 42, 43 via
the I/O control circuit 17 on the basis of the results processed
by the control circuits using the M code commands, acquired
via the signal input/output interface 18, as input conditions.

Then, the transition TR003 in FIG. 3 is provided with a
program that uses completion of machining of the workpiece
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W as a transition condition, so, when a machining comple-
tion signal has been detected, the process proceeds to the
next step ST004. In step ST004, jig unclamping is per-
formed. The transition TR004 is provided with a program
that uses completion of jig unclamping operation as a
transition condition, so, when a jig unclamping operation
completion signal has been detected, the process proceeds to
the next step 305 (that corresponds to step ST005). In step
ST005, the execution point of the program is jumped to the
first step ST001 that is the specified jump step. The SFC
program of which the execution point of the program has
been returned to the first step ST001 repeats the above-
described operations. Thus, the automatic operation cycle
for machining a workpiece W is successively carried out.

In the block execution sequence display system 100, the
execution status of the above automatic operation cycle is
displayed on the display unit 110. The block execution
sequence array display means 116a acquires the SFC pro-
gram for automatic operation cycle from the programmable
controller 10 via the communication interfaces 19, 119.
Then, sequence functional blocks and a NC program execu-
tion block are arranged in a vertical line in an execution
sequence into the form of a block execution sequence array
300, and then displayed on the display unit 110. Thus, the
block execution sequence array 300 is displayed as shown in
FIG. 3. In the block execution sequence array 300, the
operations of the sequence program 13a and the operations
executed according to the NC program 23a each are set as
a single block, and the blocks are displayed in an array in an
execution sequence of operations without distinguishing the
sequence program 13a and the NC program 23a from each
other. Therefore, it is possible to easily recognize the outline
and execution sequence of the operations of the machine
tool 150. The block execution sequence array 300 is in the
same form as the so-called SFC program of the sequence
program 13a. During execution of the automatic operation
cycle, in the block execution sequence array 300, for
example, the background color of a block that is currently
executed is made different from the background color of the
other blocks on the display so that the block that is currently
executed is distinguishable from the other blocks. Thus,
even when a machine trouble, or the like, occurs during
execution of the automatic operation cycle and execution of
the automatic operation cycle stops, it is possible to easily
acquire the block at which the execution of the automatic
operation cycle is stopped.

The block execution sequence array 300 is displayed on
the display unit 110 by the block execution sequence array
display means 116a. When an operator touches a step in the
block execution sequence array 300 through the touch panel
122, which may function as selecting means, the contents of
the step are displayed. How to display the contents of a step
varies depending on whether the selected step is a sequence
functional block or a NC program execution block.

For example, when step ST002 that is a sequence func-
tional block is selected, the system program 116 calls the
control circuit display means 1165. The control circuit
display means 1165 acquires the ladder circuit diagram of
the sequence program 13a from the programmable control-
ler 10 via the communication interfaces 19, 119. Then, a
control circuit corresponding to step ST002 is retrieved from
the ladder circuit diagram, and the retrieved control circuit
is displayed on the display unit 110.

When step ST003 that is a NC program execution block
is selected, the system program 116 calls the NC functional
block execution sequence display means 116c. The NC
functional block execution sequence display means 116¢



US 9,483,041 B2

7

acquires the NC program 23a that corresponds to machining
of the workpiece W, written in the comment of step ST003,
from the numerical control device 20 via the communication
interfaces 29, 119. The NC program 23a is created by the
above-described NC program creating device, so the NC
program 23a is configured such that NC functional blocks
for respective portions to be machined and types of machin-
ing are arranged in an execution sequence. Then, the NC
functional blocks are arranged in a vertical line in an
execution sequence into the form of a NC functional block
execution sequence array 310, and then displayed on the
display unit 110. Thus, the NC functional block execution
sequence array 310 as shown in FIG. 4 is displayed. In the
NC functional block execution sequence array 310, a NC
functional block for each portion to be machined and each
type of machining is set as one block and then the NC
functional blocks are arranged and displayed in an operation
execution sequence. Therefore, the outline and operation
sequence of NC program operations are easily recognized.

Note that transitions 411 to 416 are provided so that the
form of the NC program is in agreement with the form of the
SFC program of the sequence program 13a, and represent
completion of NC functional blocks, not program elements.
During execution of the NC program 23a, for example, the
executing NC functional block display means 1164 makes
the background color of a currently executed NC functional
block different from the background color of the other
blocks so that the currently executed NC functional block is
distinguishable from the other blocks. Thus, even when a
machine trouble, or the like, occurs during execution of the
NC program 23a and execution of the NC program 23a
stops, it is possible to easily acquire the NC functional block
at which the execution of the NC program 23a stops.

The NC functional block execution sequence array 310 is
displayed on the display unit 110 by the NC functional block
execution sequence array display means 116a. When the
operator touches a step of a NC functional block in the NC
functional block execution sequence array 310 through the
touch panel 122, which may function as the selecting means,
the system program 116 calls the NC block execution
sequence array display means 116e to display a NC block
execution sequence array 320 of that step. For example,
when step ST001 is selected, the NC block execution
sequence array display means 116e acquires the NC func-
tional block associated with step ST001 from the NC
program 23a of O number (00010). Then, as shown in FIG.
5, the NC block execution sequence array display means
116e displays the NC block execution sequence array 320 in
a list form on the display unit 110. In the NC block execution
sequence array 320 in a list form, NC blocks that correspond
to the selected step are arranged in an execution sequence.
Thus, the NC block execution sequence array 320 is dis-
played as shown in FIG. 5. In the NC block execution
sequence array 320, a NC block is displayed as one block
and NC blocks are displayed in an array in an execution
sequence of operations. Therefore, the outline and operation
sequence of the operations of the NC program 23aq are easily
recognized. Each NC block has numerical control informa-
tion and a sequence functional block. The numerical control
information is formed of an N number and a command
written in the NC language. The NC program 23a is
executed in block unit at the same time.

In addition, during execution of the NC program 23a, the
NC block execution sequence array display means 116e
displays a currently executing mark 223 at, for example, an
N number portion so that a currently executed NC block is
distinguishable from the other blocks. Thus, even when a
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machine trouble, or the like, occurs during execution of the
NC program 23a and execution of the NC program 23a
stops, it is possible to easily acquire NC block at which
execution of the NC program 23a stops.

Furthermore, the NC block execution sequence array
display means 116¢ is also able to display the NC block
execution sequence array 320 in the SFC program form of
the sequence program 13a as in the case of the block
execution sequence array 300. The NC block execution
sequence array display means 116e arranges the NC lan-
guage commands of NC blocks in a vertical direction in an
execution sequence, and displays the numerical control
information and sequence functional block of each NC
language command in parallel with each other as separate
blocks. Thus, the NC block execution sequence array 320 is
displayed as shown in FIG. 6. The blocks that are parallel to
each other are provided with upper double lines and lower
double lines that indicate a parallel branch 231 and a parallel
join 232, respectively, so that the form of the NC program
is in agreement with the SFC program form of the sequence
program 13a. Note that these double lines are not program
elements. Transitions 421 to 425 are also provided so that
the form of the NC program is in agreement with the SFC
program form of the sequence program 13a. The transitions
421 to 425 represent completion of NC blocks, not program
elements.

In addition, during execution of the NC program 23a, the
above-described NC block execution sequence array display
means 116e, for example, makes the background color of a
currently executed block different from the background
color of the other blocks so that the currently executed block
is distinguishable from the other blocks in the SFC program
form. Thus, even when a machine trouble, or the like, occurs
during execution of the NC program 23« and execution of
the NC program 23a stops, it is possible to easily acquire the
NC block at which the NC program 23a stops. Furthermore,
numerical control information and sequence functional
blocks are displayed separately, so it is possible to easily
recognize the execution statuses for M code commands.

In addition, the NC block execution sequence array dis-
play means 116e is also able to display the NC block
execution sequence array 320 in a dialog screen form. The
NC block execution sequence array display means 116e
acquires parameters 344 and a workpiece machining draw-
ing 343 from a database. The parameters 344 indicate
machining conditions that correspond to a NC functional
block. The workpiece machining drawing 343 corresponds
to the NC functional block. Furthermore, a sequence func-
tional block 345 formed of M code commands that corre-
spond to miscellaneous equipments used in the NC func-
tional block is acquired. Then, a dialog screen in which the
parameters 344, the workpiece machining drawing 343 and
the sequence functional block are arranged is displayed.
Thus, the dialog screen of the NC block execution sequence
array 320 is displayed as shown in FIG. 7. With this
configuration, the parameters 344 of the machining condi-
tions that correspond to the NC functional block are seen
while the workpiece machining drawing 343 is referred to.
The dialog screen is similar to the screen for creating an
intended NC functional block in the above-described NC
program creating device.

In addition, when an operator touches a NC program
button 346 provided on the dialog screen through the touch
panel 122, which may function as the selecting means, the
NC block execution sequence array 320 (FIG. 5) in a list
form, in which NC blocks that correspond to the NC
functional block are arranged in an execution sequence, or
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the NC block execution sequence array 320 (FIG. 6) in a
SFC program form is displayed on the display unit 110.

In addition, during execution of the NC program 23a, the
above-described NC block execution sequence array display
means 116e, for example, makes the background color of a
currently executed block different from the background
color of the other blocks so that the currently executed block
is distinguishable from the other blocks on the dialogue
screen. Thus, it is possible to easily acquire the contents of
machining of the NC functional block. Furthermore,
sequence functional blocks are separately displayed, so it is
possible to easily recognize the execution statuses for M
code commands.

The NC block execution sequence array display means
116e displays the above-described NC block execution
sequence array 320 in a SFC program form (FIG. 6) and in
a dialog form (FIG. 7). When the operator touches a
sequence functional block in the NC block execution
sequence array 320 through the touch panel 122, which may
function as the selecting means, the system program 116
calls the control circuit display means 1165. For example, in
the case where a machine trouble regarding a miscellaneous
equipment occurs during execution of the NC program 23a
and the execution of the NC program 23a stops, when the
sequence functional block of the M code command (M08),
displayed in the SFC program form (FIG. 6) and dialog form
(FIG. 7) of the NC block execution sequence array 320, is
selected, the control circuit display means 1165 acquires a
ladder circuit diagram from the programmable controller 10
via the communication interfaces 19, 119. Then, the control
circuit that uses the M08 command as an input condition is
retrieved from the ladder circuit diagram, and the retrieved
control circuit 330 is displayed on the display unit 110. Thus,
the control circuit 330 is displayed. By checking the control
circuit 330, it is possible to easily recognize the execution
status of the miscellaneous equipment.

Note that, in the present embodiment, the touch panel 122
is used as the selecting means of the block execution
sequence display system 100; instead, a mouse, a keyboard,
or the like, may be used.

What is claimed is:

1. A block execution sequence display system, compris-
ing:

a machine tool that includes a plurality of movable
members that are configured to be movable through
numerical control and a plurality of miscellaneous
equipments that are operated through sequence control;

a programmable controller that executes a sequence pro-
gram in which control circuits respectively included in
a plurality of sequence functional blocks that respec-
tively represent operations of the plurality of miscel-
laneous equipments are arranged in an operation
sequence;

a numerical control device that executes a numerical
control (NC) program in which NC blocks are arranged
in an execution sequence, each NC block including at
least one of numerical control information for moving
the corresponding movable member through numerical
control and the sequence functional block to be
executed;

a first display image generator that displays a block
execution sequence array in which the plurality of
sequence functional blocks and a NC program execu-
tion block that represents execution of the NC program
are arranged serially in an execution sequence, and a
plurality of transition blocks are located between each
sequence functional block and NC execution block on
a display device, wherein the transition blocks use
completion of the respective functional block and NC
program block as a transition condition;
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a selection device that receives selection of one of display
of the plurality of sequence functional blocks and
display of the NC program execution block, the plu-
rality of sequence functional blocks and the NC pro-
gram execution block being included in the block
execution sequence array displayed, on the display
device;

a second display image generator that, when the NC
program is created so as to include a plurality of
divided NC functional blocks each including a plurality
of the successive NC blocks that correspond to a series
of associated operations and the NC program execution
block is selected by the selection device, displays a NC
functional block execution sequence array in which the
plurality of NC functional blocks are arranged in an
execution sequence in the NC program, on the display
device; and

a third display image generator that, when one of the NC
functional blocks is selected by the selection device
from the NC functional block execution sequence array
displayed on the display device, displays a NC block
execution sequence array, in which a plurality of the
NC blocks included in the one of the NC functional
blocks are arranged in an execution sequence, on the
display device,

wherein

the third display image generator separately displays
sequence functional block corresponding to the one of
the NC functional blocks, selected by the selection
device, on the display device,

the third display image generator displays the numerical
control information and the sequence functional block
that are included in each of the NC blocks in the NC
block execution sequence array in parallel with each
other, and

each numerical control information and each sequence
functional block includes only one piece of control
information.

2. The block execution sequence display system accord-
ing to claim 1, wherein the first display image generator
displays a block, currently executed in the machine tool,
among the plurality of sequence functional blocks and the
NC program execution block on the block execution
sequence array such that the currently executed block is
distinguishable from the other blocks.

3. The block execution sequence display system accord-
ing to claim 1, wherein the second display image generator
displays one of the NC functional blocks, currently executed
in the machine tool, on the NC functional block execution
sequence array such that the currently executed NC func-
tional block is distinguishable from the other NC functional
blocks.

4. The block execution sequence display system accord-
ing to claim 1, wherein the third display image generator
includes a fourth display image generator that displays one
of the NC blocks, currently executed in the machine tool, in
the NC block execution sequence array such that the cur-
rently executed NC block is distinguishable from the other
NC blocks.

5. The block execution sequence display system accord-
ing to claim 1, further comprising:

a fifth display image generator that, when one of the
sequence functional blocks is selected by the selection
device from the block execution sequence array dis-
played on the display device, displays the control
circuit, included in the one of the sequence functional
blocks, on the display device.
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